
LAMPING & OPTICS
•	 Medium base incandescent (150W max in Non-IC, 90W max in IC)
•	 Medium base CMH (20W, 39W or 70W) 
•	 GX24Q-3 triple tube CFL (universal 26W or 32W socket and ballast)
•	 Lamps ordered separately 

POWER/POWER SUPPLY
•	 CMH 20W, 39W and CFL options include dual voltage  

(120/277V) electronic ballasts 
•	 CFL 32 watt emergency ballasts and CMH 70W option  

includes 120 or 277V electronic ballast 
•	 CFL offered with dimmable, non-dimmable or emergency  

battery back-up 
•	 CFL dimmable version dimmable with class 1 or class 2  

low-voltage 0-10VDC dimmer
•	 Pre-assembled, nylon sleeved wire bundles and an all-in-one  

quick disconnect reduces wire clutter in the housing and junction 
box, creates simple disconnects for socket and ballast wires,  
and provides mistake-free wire connections

•	 Ballast is mounted to the door and swings out over the aperture  
for easy access

TRIMS
•	 Die cast aluminum with minimal thickness
•	 White can be field painted to match adjacent finishes
•	 Accommodates up to 1.5" ceiling thickness

HOUSING
•	 Non-IC: 13" x 18" x 9.1", IC: 13" x 18" x 12"
•	 Constructed of heavy gauge cold rolled steel with durable  

matte black powder coat finish
•	 6-1/2" ceiling opening, off-set
•	 Airtight and available in IC and Non-IC
•	 Includes integral junction box approved for branch  

circuit through wiring
•	 ETL listed. Wet listed.

INSTALLATION
•	 Includes adjustable hanger bars. Includes butterfly brackets  

that attach to the side of the housing and are vertically  
adjustable with a wing nut

•	 Incorporates integral gunsights for positioning with laser  
level or string

PHOTOMETRICS
•	 See www.ELEMENT-Lighting.com

WARRANTY
•	 1-year

6" Series offered in a myriad of lamping options 

is available in an open or regressed lens trim. 

Flangless version offers a seamless ceiling 

aesthetic creating pure geometry in a space.
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FIXTURE TYPE

JOB NAME

NOTES

NON-IC AIRTIGHT 
shown as flanged

IC AIRTIGHT 
shown as flanged

NON-IC AIRTIGHT EMERGENCY  
shown as flanged

ORDERING GRIDS

PRODUCT	 CEILING	 TRIM					     HOUSING		  WATTAGE
SERIES	 APPEARANCE	 STYLE		  LAMP		   	 RATING			   RESTRICTION*	 VOLTAGE**

E6R	 ELEMENT 6"	 LF	 FLANGELESS	 R	 REGRESSED	 -I	 INCANDESCENT		  I	 IC AIRTIGHT		  NONE	 -120	 120 VOLT
	 ROUND	 FF	 FLANGED	 	 	 -C20	 CMH 20 WATT		  N	 NON-IC AIRTIGHT	 -WR**	 WATTAGE	 -277	 277 VOLT
E6S	 ELEMENT 6"			   	 	 -C39	 CMH 39 WATT					     RESTRICTION
	 SQUARE					     -C70	 CMH 70 WATT		  IC not available in CMH or		  	
						      -F32	 CFL 32 WATT		  CFL with Emergency Ballast		
						      -F32EM	 CFL 32 WATT
					     EMERGENCY BALLAST						    
						      -F32D	 CFL 32 WATT DIMMABLE

*	� TO INCLUDE WATTAGE RESTRICTION LABEL, SPECIFY -WR AT THE END OF THE TRIM ITEM NUMBER AND SPECIFY WATTAGE (EXAMPLE: -WR26).  
NOT AVAILABLE FOR CMH LAMP.    **	 VOLTAGE MUST BE SPECIFIED FOR 70 WATT CMH AND 32 WATT CFL EMERGENCY BALLAST ONLY

R

HOUSING

PRODUCT	 CEILING	 TRIM
SERIES	 APPEARANCE	 STYLE	 LENS			  FINISH

E6R	 ELEMENT 6"	 L	 FLANGELESS 	 R	 REGRESSED	 -F	 FROSTED LENS	 W	 WHITE
	 ROUND	 F	 FLANGED 			   -O	 OPAL WHITE LENS	  
E6S	 ELEMENT 6"	 	 					   
	 SQUARE						    

TRIM

R


